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Introduction

This service booklet contains the instructions for setting the sewing machine

head mechanisms.

The directions for putting the machine into operation and for setting the

positioning drive are contained in another publication.

The service booklet is common for all subclasses of the machine and

contains also the instructions for setting optional accessories of the machine,

if this is necessary owing to their complexity. Provided the machine supplied

does not contain some elements, then the respective chapters may be

ignored.

The succession of the setting operations is expressed here by sequencing

the paragraphs of this booklet. When setting, check up, if the setting

operations related to this setting have already been performed.



General safety instructions

The non-observance of the following safety instructions can cause 
bodily injuries or damages to the machine.

1. The machine must only be commissioned in full knowledge of the
instruction book and operated by persons with appropriate training.

2. Before putting into service also read the safety rules and
instructions of the motor supplier.

3. The machine must be used only for the purpose intended. Use of
the machine without the safety devices is not permitted. Observe all
the relevant safety regulations.

4. When gauge parts are exchanged (e.g. needle, presser foot, needle
plate, feed dog and bobbin) when threading, when the workplace is
left, and during service work, the machine must be disconnected
from the mains by switching off the master switch or disconnecting
the mains plug.

5. Daily servicing work must be carried out only by appropriately
trained persons.

6. Repairs, conversion and special maintenance work must only be
carried out by technicians or persons with appropriate training.

7. For service or repair work on pneumatic systems, disconnect the
machine from the compressed air supply system (max. 7-10 bar).
Before disconnecting, reduce the pressure of the maintenance unit.
Exceptions to this are only adjustments and functions checks made
by appropriately trained technicians.

8. Work on the electrical equipment must be carried out only by
electricians or appropriately trained persons.

9. Work on parts and systems under electric current is not permitted,
except as specified in regulations DIN VDE 0105.

10. Conversion or changes to the machine must be authorized by us
and made only in adherence to all safety regulations.

11. For repairs, only replacement parts approved by us must be used.

12. Commissioning of the sewing head is prohibited until such time as
the entire sewing unit is found to comply with EC directives.

13. The line cord should be equipped with a country-specific mains
plug. This work must be carried out by appropriately trained
technicians (see paragraph 8).

It is absolutely necessary to respect the safety 
instructions marked by these signs.

Danger of bodily injuries !

Please note also the general safety instructions.

































































































8.6 Material guide adjustment

For a correct guiding of the sewn material against the trimming knife
a tipping guide can be used.

The guide can be lowered in the bottom position independent of the
trimming knife holder by pushing down of the control lever (1). Another
possibility is to switch the guide on and off simultaneously with the
switching on the edge trimmer main lever (2), which is ensured by
pushing down of the pin (3) in the upper (switched off ) position of both
levers.

– With the lowered control lever (1), slightly loosen the bolt (4) and
with an Allen key (5) turn the bolt (6) to achieve the required lateral
position towards the trimming knife.

– At the same time it is necessary to set the position of the guide (7)
in the sewing direction by its turning in the lever (1).

– Set the suitable height of the guide over the throat plate by turning
of the setting bolt (8).

– After adjusting the guide, tighten the fixing bolt (4).

For better guiding of the sewn material it is possible to use a retaining
part (9) attached to the guide (7), the height of which can be set up
after the fixing bolt (10) loosening.
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8.7 Change the sewing category

At the change of sewing category it is also necessary to replace the
throat plate insert (can be purchased additionally). At the same time
with the insert replacement, the trimmed edge width is also changed
(see Operating manual, par. 3.3, table 1), so it is necessary to change
the trimming knife lateral setting (paragraph 8.4).

Caution!

Danger of injury with knife edge when handling.

8.8 Sharpening the upper knife

The upper trimming knives supplied as standard, which are made of
tool steel, can be sharpened again after they get blunt, best of all by
means of a special clamping fixture M269 (can be ordered additionally)
either manually, or on a special machine grinder at observing its
prescribed geometry (see the picture).

Caution!

Danger of injury with knife edge when handling or sharpening.
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9 Machines with disconnectable needle bar

9.1 Needle bar height

Caution: Danger of injury !

Turn the main switch off.

Check and set the needle bar height only when the machine is
switched off.

Rule and checking

The needle bar height for machines with disconnectable needle bar
can not be set.

The needle height to the hook tip is set with needle holders (1).

The needle holders to be set in a way that hook tip stands in the lower
third of the needle scarf with the stitch length set to “0“ in the looping
stroke position.

– Set the stitch length setting wheel to “0”.

– Set the sewing machine in the looping stroke position (par. 4.2).

– Check the position of the needle in relation to the hook tip.
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Correction

– Set the stitch length setting wheel to “0”.

– Loosen the screw (2).

– Remove the needle holder (3).

– Screw the set screw (5) with the Allen key SW 2,5 accordingly to
the needle bar (4).
Set screw serves as a stop for needle holder.

– Insert needle holder (3) back to needle bar and slide it upwards
until it stops. Hexagonal bolt (6) on the needle holder (3) must sit in
Allen set screw (5) in the same time.

– Tighten the screw (2).

A wrong setting of the needle bar height can have the following
consequences:

– Damage on the hook tip.

– Jamming of the needle thread between needle an hook guard.

– Missed stitches and thread breakage.

ATTENTION !

After a correction of the needle bar height, the hook guard position has
to be checked (see chapter 4.3).
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9.2 Setting the guide bar for the needle bar coupling

Caution: Danger of injury !

Turn the main switch off.

Proceed with the setting of the guide bar for the needle bar coupling
only with the sewing switched off.

Rule:

Set the guide bar (1) in a way that at position zero (both needles
engaged) the pivot centre (4) stands exactly above the pin centre (3).

– Loosen the screws (2).

– Correct the guide bar’s (1) position by using stop (5) according to
the rule.

– Tighten the screws (2).

– Check whether the needle bars can be switched correctly.
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10 Electronic control and sewing machine drive - positioning motor

All operating instructions and parameter sheets are available at the
manufacturers´ websites (see www.efka.net,
www.duerkopp-adler.com, www.hohsing.com, etc.).

Selected instructions concerning the control and drive setting needed
for the operators are included in the Operating instructions.

Selected instructions needed for the technician to set the drive are
included in the Operating instructions.

Important notes concerning electrostatic discharges (ESD)

Caution!

Before effectuating any works on electronic components: Turn off the
main switch. Remove the plug from the socket.

Electrostatic discharges can cause damage to PCBs and other
components. You can obtain a certain protection by wearing anti-static
gloves or wrist-wraps that you can connect for grounding on the mass
of any unpainted metal piece of the machine head or on the switch
cabinet.

Handle the PCBs with utmost caution. They are very sensitive towards
electrostatic discharges. Hold the PCBs only at their edges.

Put the PCBs after unwrapping or after dismounting with their
components upside onto a grounded statically discharged surface.
We recommend to use a conductive foam underlay but not as the
protective cover of the PCB.

Pay attention not to pull the PCBs over any surface.
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10.1 Terminals to PCB connections - electromagnetic variant

Description of DA178-2 (9850 688001) switchboard connection

X11 - main connection cable to control unit

X12 - keypad (Taster)

X13 - terminals for solenoid connection

1,2,3 – supply voltage +24V

4 - VR (backtacking)

5 - FL (foot lifting)

6 - FS (thread tensioner)

7 - STL OUT (half stitch)

8 - FA (thread trimmer)

X14 - bobbin thread monitor

X15 - connection of side switchboard when using DAC control

(with cable 9870 867018)

X16*- connection of connecting cable 9870 688002 for connector on base plate

(thread trimmer solenoids, sewn material edge horizontal trimmer)

X17 - microswitch of sewn material edge trimmer (vertical, oblique)

X18 - sewn material edge trimmer motor

F1 - sewn material edge trimmer resettable fuse

R1 - Autoselect resistor (sewing machine class selection)

S11 - tilt sensor

J1 - switch; if the sewing machine has a direct drive (DAC control, side switchboard), switch J1 off, otherwise

switch J1 on.

* Connection of edge trimmer solenoids to the grey connector on the base plate is to be made between FA and

+ (white and brown).

Connection of the horizontal edge trimmer is to be made between + and GND (brown and green).
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10.2 Terminals to PCB connections - pneumatic variant

Description of DA199_2 (9850 838000) switchboard

X11 - 37-pole connector (to control box)

X12 - thread tensioner valve

X13 - secondary thread tensioner valve

X14 - bartacking valve

X15 - sewing foot valve

X16 - keypad

X17 - bobbin thread monitor

X18 - light barrier

X19 - 1. +24V

2. FA (thread trimming)

3. FF3 (functional outlet 3, e. g. puller, pneumatic material edge trimmer)

4. STL (stitch length valve)

5. +24V

6. FF2 (functional outlet 2)

7. NK (needle cooling)

8. FK (thread clamp)

9. /DB3000 (needle switch off)

10. 0V

FW/STL(FA) – auxiliary outlet (thread wiper/zero stitch length at thread trimming)

X20 - external outlet controlled with auxiliary pushbutton on keypad (Imax=50mA)

X21 - connection of auxiliary cable for bottom distribution (FA, +24V, GND)

X22 - external blocking of operation (e. g. thread lever guard switch, etc.)

X23 - connection of a side DAC switchboard (direct drive)

X24 - material edge trimmer microswitch

X25 - material edge trimmer mini motor

S1 - tilt sensor

S2 - sewing machine operation blocking mode; switch in ON position means that the sensor is without function

SENS. S1 = tilt sensor on switchboard; EXT.SENS. = sensor in connector X22

DAC SENS. = sensor on DAC side switchboard (direct drive)
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